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Belt Tensioner Installation 

 
Thank you for choosing COMP Cams® products; we are proud to be your manufacturer of choice.  Please 
read this instruction sheet carefully before beginning installation, and also take a moment to review the 
included limited warranty information. Contact us toll free at 1.800.999.0853 or at www.compcams.com 
under Tech Support with any questions. 
 

1. Release belt tension from stock tensioner and remove. 
2. Install COMP Belt Tensioner with provided stanchions, if required. (See Below) 

a. Corvette C5/C6   No 
b. 2004-2007 CTS-V  No 
c. 1998-2002 Camaro/Firebird  Yes  
d. GTO    Yes 
e. 2010+ Camaro   No 
f. G8    No  
g. Trucks    Yes 

3. Tighten the lower bolt first, to 37 lb-ft, then the upper bolt to 37 lb-ft. 
4. 2010-2012 Camaro requires Gates belt part number K060827. 

2013-2015 Camaro requires Gates belt part number K060790. 
5. Route the belt and install over the fixed idler last. 
6. Use a torque wrench to apply 25 lb-ft of tension. A square hole is provided to accept a 3/8 drive 

torque wrench. WARNING: Applying too much belt tension can shorten the life of the pulley 
bearing. 

7. Tighten the locking bolt to 40 lb-ft. 
8. Periodically check belt tension. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

INSTRUCTIONS 

Social Media 
 
Stay up-to-date with the latest COMP Performance Group™ company and product 
information by following us on any of our social media platforms. 
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Limited Warranty 

 
Competition Cams, Inc. warrants that all of its products are free from defects in material and 
workmanship, and against excessive wear for a period of (1) one year from the date of purchase.  This 
limited warranty shall cover the original purchaser. 
 
Competition Cams, Inc.’s obligation under this warranty is limited to the repair or replacement 
of its product.  To make a warranty claim, the part must be returned within (1) one year of purchase to 
the address listed below, freight prepaid.  Items covered under warranty will be returned to you freight 
collect. 
 
It is the responsibility of the installer to ensure that all of the components are correct before 
installation.  We assume no liability for any errors made in tolerances, component selection, or 
installation. 
 
There is absolutely no warranty on the following: 

 
A) Any parts used in racing applications; 
 
B) Any product that has been physically altered, improperly installed or maintained; 
 
C) Any product used in improper applications, abused or not used in conjunction with the 

proper parts. 
 
There are no implied warranties of merchantability or fitness for a particular purpose.  There are 
no warranties, which extend beyond the description of the face hereof.  Competition Cams, Inc. will not 
be responsible for incidental and consequential damages, property damage or personal injury damages 
to the extent permitted by law.  Where required by law, implied warranties or merchantability and fitness 
are limited for a term of (1) one year from the date of original purchase. 
 
This warranty gives you specific legal rights and you may also have other legal rights, which vary from 
state to state.                      
 

CALIFORNIA PROPOSITION 65 WARNING 
This product may contain one or more substances or chemicals known to the state of California to cause cancer, 
birth defects or other reproductive harm. 
 


